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,. PRODUCT BULLETIN K-SPRAY BULLETIN NO: J-5503 -

DRI'\'.'ALL ACCESSORY CEILING TEXTUP.E DATE: 7-8-75 
PRODUCTS (NON-ASEESTOS) PAGE: l of 2 

APPROVALS: PRODUCING PLANT: CANCELS: J-5503 
SEATTLE DATE: i,-26-74 

BULIEriN DESCRIPTION % POUNDS I GALLONS 

442 _'I' ale 27.57 550 

165 Raw Gvrsum 35.08 700 I 

446 Titanium Pigment 2.51 50 

056 Wvo>!el Clav 2.51 50 

101 Paner Dust 2.00 40 

187 Clav Hvdri te MP 15 03 )00 

Ml ClaY. Sno Cal 50 10 02 200 I 
I 

l5L Bone Glue 0.50 10 

084 Casein 1.00 20 
' 

102 Di PEmonium Phosphate 0.20 . I. 

026 Arillnoni'llin Per,ta Borate 0.25 5 

506 Zinc Oxide 0.05 l 

216 Hydrated Lime 0.05 l 

. 
245 Cellosize CP-4400-ll o.~o lO 

074 Burnt Umber O,Ol 2 ounces 

LSJ Preservative Cow 75 0 20 L 

'l24 Stvrene A>!>!recrete 2.51 50 

282 OdOT Mask 0 01 2 ounces 

TOTAL 100 00 1225 25 

MANUFACTURING H!STRUCIIQNS: 

1. See Process Bulletin No. J-4. 
? Dry blend for a minimum of 20 minutes. -· J. Package 32 lbs. minimum per bag. 

OUAJ:.IT.I CO~IRQI,: KG2000779 

TM-lB Viscosity, cc per 100 gm to give 5-5t11 dia. patty 185 to 210 cc 
TM-3A Bond Equal to Std. 
TM-33 Density, lbs. per cu. ft. 20 maxi1:1wn 
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PRODUCT BULLETIN 
DRYMLL ACCESSORY 
PRODUCTS 

K-SPRAI 
CEILING TEXTURE 
(NON-ASBES70S) 

APPROVALS PRODUCING PLANT: 
·SEATTLE 

PRQRUCT SR$CIFICATIQNS: 

Test Procedures as specified in Bulletin 1'-7. 

Test Method 

IM-lB 

TM-2 

TM-J 

IM-lJ 

TM-20 

TM-22 

TM-JJ 

TM-34 

TM-36 

IM-37 

Viscosity (slump test; patty diameter 
of 5-5i") 

pH (meter) 

Bond 

Reflectance (%) 

Cracking 

Size Graduation (500 cc sample) 

a, 
b, 

Retained on 16 mesh 
Passing 16, retained on 50 m~sh 

Dry Lo~se D~nsity (lbs. per cu. ft.) 

Hardness 

White Line Test 

Res.istance to Souring 

BULLETIN NO: J-5503 
DATE: 7-8-75 
PAGE: 2 of 2 

CANCELS: J-5503 
DATE:- 4-26-74 

. 

185 to 210 cc 

8.0 - 9.0 

Equal to standard 

Equal to Standard 

No cracks or heavy 
checking 

250 to 350 cc 
· 100 to 200 cc 

20 maximum 

Eoual to Standard 

-

No discoloration between 
sealed & unsealed areas 

No odsr after 30 days 
@ 110 F 
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